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MC40

 (MSR)
5.66 ( )x 2.87 ( )x 1.25 ( )
143.9 ( )x 72.8 ( )x 31.8 ( )

5.66 ( )H x 2.87 ( )x 0.79
( )
143.91 ( )x 72.8 ( )x 20.1 ( )

•  MSR 9.38 /266.1 
•  MSR 9.09 /257.7 

• 4.3 
• 480 x 800 450 NIT
• Corning Gorilla Glass 3

LED 

PowerPrecision 2680 mAh 

2 •  
• 15 mAh 3.6 V

USB 2.0 OTG 

LED

CPU 1GHz OMAP 4 1 

 Android 4.4.2 (KitKat) 
Android 4.1.1 (Jelly Bean)      

     
Mobility Extensions (Mx)

  Android 
            

1 GB RAM/8 GB 

0ºC  40ºC / 32ºF  104ºF

-40ºC  70ºC / -40ºF  158ºF

5%  85% RH 

•  4 /1.2 
MILSTD 810G 

•  3 /0.9 

 500  1.6 /0.5 
 IEC 

IP54

ESD •  15kVdc 
•  8kVdc 
•  2kVdc 

Corning 
Gorilla 
Glass 3

 (IST)

• 
• 
• PTT 
• /

SE4710

 800 

 (MSR)

1D/2D 

 MSR

 Workforce Connect PTT Express 
Client  PTT 4 

Workforce Connect Voice Client 
 PBX  Workforce Connect PTT 

Pro  PTT Workforce Connect 
Messaging  Wi-Fi 

3 4

•  5 
•  4 
• 
•  RS507 

www.zebra.com/mc40 )

 LAN

 IEEE® 802.11a/b/g/n/d/h/i/k/r

• Legacy WPA  WPA2
• WEP 40  128 TKIP  

AES
• TLS TTLS (MS-CHAP)  

TTLS (MSCHAP v2) TTLS (PAP)  
PEAP (MS-CHAP v2) PEAP (GTC)  
FAST (MS-CHAP v2) FAST(GTC)  
LEAP

• FIPS 140-2 Level 1
• FIPS 140-2 Level 1

• 802.11b 1 2 5.5 11 Mbps
• 802.11a/g 6 9 12 18 24 36 48 

 54 Mbps
• 802.11n 6.5 13 19.5 26 39 52  

58.5 65Mbps
• 802.11n  SGI 7.2 14.4 21.7  

28.9 43.3
• 57.8 65  72.2 Mbps

PMKID 
(OKC)  Cisco CCKM Zebra 

HFSR 802.11r

Wi-F CCXv4

 36-165 (5180 – 5825 MHz)
1-13 (2412-2472 MHz) /

 PAN

• Bluetooth Class II v2.1  EDR
• Bluetooth 4.0 (Bluetooth Smart)

 www.zebra.com/mc40 
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1.  4.4.2
1GHz

2. 

3.  Push-to-
Talk Express 

 Unified Retail Communications 
 Radio Link Server

4.  Voice 

4009201899 
( contact.apac@zebra.com  )

www.zebra.com

SS-MC40 07/15 ©2015 ZIH Corp /
Zebra  ZIH Corp. /

11/2015 

 

36  D 

305-309     100013

+86 10 5822 4100

+86 10 5957 5141

1228

21 2105     200040

+86 21 6010 2222

+86 21 6288 8393

 9 

B3412-3415 

510610

+86 20 3810 7798

+86 20 3810 7783

 

177  

B  1511     610041

+86 28 8333 7630

+86 28 8556 6582

2

1262-1264     210005

+86 25 8576 8887

+86 25 5857 9887

 7 

 A  

1817     430071

+86 27 8773 7490

+86 27 8773 7493

1704     518048
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+852 5803 3700

+852 2157 0333
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+886 2 87299300

+886 2 87299388


